
Specification of EEV QHM high wall 

38QHM009ES* 38QHM012ES* 38QHM018ES* 38QHM024ES*

Cool capacity kW 2.6 (1.0-3.5) 3.5 (1.0-4.6) 5.2(1.2-6.5) 7.0(1.5-7.6)

Heating capacity kW 3.9 (0.9-5.4) 3.9 (0.9-5.4) 5.6(1.2-7.0) 7.6(1.5-8.8)

Heating capacity at -7℃ kW 3,8 3,8 4,5 6,1

Heating capacity at -10℃ kW 3,5 3,5 4,2 5,2

Heating capacity at -15℃ kW 3,2 3,2 4,0 4,8

P design capacity cooling kW 2,6 3,5 5,2 7,0

P design capacity heating(warmer) kW 3,0 3,1 5,8 7,2

P design capacity heating(average) kW 2,4 2,5 4,6 5,4

P design capacity heating(colder) kW 3,7 3,7 5,1 6,7

Temp range cooling ℃  -20~46  -20~46  -20~46  -20~46

Temp range heating ℃  -20~24  -20~24  -20~24  -20~24

SEER / SCOP(warmer) / SCOP(average) /SCOP(colder) W/W 8.5 / 6.0 / 4.6 / 4.0 8.5  / 6.0 / 4.6 / 4.0 7.6 / 5.6 / 4.4 / 3.6 7.2 / 5.2 / 4.4 / 3.6

Energy label A+++ / A+++ / A++ / A+ A+++ / A+++ / A++ / A+ A++ / A+++ / A+ / A A++ / A+++ / A+ / A

Yearly energy consumption kWh 107/700/730/1355 144/723/761/1355 239/1450/1464/2075 340/1938/1718/2725

EER/COP W/W 4.5 / 4.1 3.9 / 4.1 3.8 / 3.8 3.7 / 3.5

Voltage, Hz 220-240V~, 50/60Hz 220-240V~, 50/60Hz 220-240V~, 50/60Hz 220-240V~, 50/60Hz

Standard current (cooling) A 2,6 4,0 6,2 8,6

Standard input (cooling) W 580 900 1370 1890

Standard current (heating) A 4,2 4,2 6,6 9,9

Standard input (heating) W 950 950 1470 2170

Rated current A 11,0 11,0 16,0 18,5

Rated input W 2400 2400 3500 4100

Refrigerant amout kg 1,5 1,5 2,1 2,6

Liquid side/ Gas side  mm(inch) Φ6.35/Φ9.52 (1/4"/3/8") Φ6.35/Φ9.52 (1/4"/3/8") Φ6.35/Φ12.7 (1/4"/1/2") Φ9.52/Φ15.9 (3/8"/5/8")

Standard piping length m 5 5 5 5

Min piping length m 3 3 3 3

Max piping length m 25 25 30 40

Max difference m 10 10 20 20

Additional charge g/m 15 15 15 30

42QHM009ES* 42QHM012ES* 42QHM018ES* 42QHM024ES*

Indoor fan motor Input W 60 60 75 75

Indoor fan motor max current A 0,7 0,7 0,9 0,9

Sound power level dB(A) 59 59 60 63

Sound pressure level (high/med/low) dB(A) 41/38/31/21 42/39/32/22 48/43/40/28 49/47/42/30

Air flow (high/med/low)  m
3
/h 580/460/340/200 610/500/370/220 1050/900/700/500 1130/1030/825/625

Weight (Net/Gross) kg 12.5 / 16.5 12.5 / 16.5 18.0 / 24.0 18.0 / 24.0

Dimensions (WxDxH) mm 990x218x315 990x218x315 1186x258x343 1186x258x343

Packing (WxDxH) mm 1065x300x400 1065x300x400 1265x420x340 1265x420x340

38QHM009ES* 38QHM012ES* 38QHM018ES* 38QHM024ES*

Sound power level dB(A) 60 63 65 69

Sound pressure level dB(A) 54 57 59 60

Airflow  m
3
/h 2000 2100 2700 3500

Weight (Net/Gross) kg 40.0 / 42.5 40.0 / 42.5 44.0 / 47.0 63.5 / 69.5

Dimensions (WxDxH) mm 800×333×554 800×333×554 845×363×702 946×420×810

Packing (WxDxH) mm 920×390×615 920×390×615 965×395×755 1090x500x865

Note 

* Sound data @ cooling mode

*-7℃/-10℃/-15℃ heating @ free frequency

INDOOR UNIT

OUTDOOR UNIT

OUTDOOR UNIT


