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EC DECLARATION OF CONFORMITY 
 

We, FOSHAN MIDEA CARRIER AIR CONDITIONING EQUIPMENT CO., LTD., declare under our sole responsibility that the 

product, split type air-conditioners, to which this declaration relates is in conformity with the following Directives: 

 

Directive 2004/108/EC : Electromagnetic Compatibility 

Directive 2006/95/EC : Electric equipment designed for use within certain voltage limits 

Directive 2011/65/EC : Restriction of the use of certain hazardous substances in electrical and electronic equipment 

Directive 2009/125/EC : Ecodesign requirements for energy-related products 

Directive 2010/30/EU : Labeling and standard product information of the consumption of energy and other 

resources by energy-related products 

 

The year in which the CE marking was affixed is 2015. 

 

Product name  : Mobile type Air Conditioners 

Type    : PD Series 

Models name  : Please refer to attached models table 

Country of origin : China 

Trademark       :    Carrier 

 

Note: This declaration becomes invalid if technical or operational modifications are introduced without the manufacturer's 

consent. 

 

Manufacture's Name: Foshan Midea Carrier Air-Conditioning Equipment Co. Ltd. 

Manufacture's Address: Northern of No.5 Industrial District of Midea, ShunDe, FoShan, GuangDong, P.R.C. 

TEL/FAX NO. +86-757-26338546/+86-757-26337977 
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Attached sheet 

Model Name Applied Standards 

51QPD009NS 

51QPD012NS 

EN 60335-2-40:2003 +A11:2004 +A12:2005 +A1:2006 +A2:2009, use in conjunction with 

EN 60335-1:2002 +A11:2004 +A1:2004 +A12:2006 +A2:2006 +A13:2008 +A14:2010 

+A15:2011 

EN 55014-1:2006 +A1:2009 +A2:2011 

EN 55014-2:1997 +A1:2001 +A2:2008 

EN 61000-3-2:2006 +A1:2009 +A2:2009 

EN 61000-3-3:2008 

EN 62233:2008 

 


