
51QPD009NS 51QPD012NS 51KPD012NS

Ph-V-Hz 1PH,220-240V~,50Hz 1Ph, 220-240V~, 50Hz 1Ph, 220-240V~, 50Hz

Capacity                  KW 2,6 3,3 3,3

Input W 1010 1350 1350

Current A 4,4 5,9 5,9

EER        W/W 2,7 2,6 2,6

Energy Efficiency Class A A A

Capacity        KW 2,5 3,0 N/A

Input           W 800 1130 N/A

Current A 3,6 5,0 N/A

COP       W/W 3,0 2,8 N/A

Energy Efficiency Class A+ A+ N/A

L/h 1,0 1,3 1,3

W 1200 1600 1600

A 6,1 8 8

A 17 25 25

m3/h 380 380 380

dB(A) 52/50/48 52/50/48 53/51/49

dB(A) 63 64 65

W 0,5 0,5 0,5

W 0,5 0,5 0,5

Type R410A R410A R410A

GWP 2088 2088 2088

Charged quantity kg 0.45 0,42 0,41

MPa 4.2/1.5 4.2/1.5 4.2/1.5

1.0x3/VDE 1.5x3/VDE 1.5x3/VDE

Remote Control Remote Control Remote Control

℃ 17-35/5-30 17-35/5-30 17-35/---

m2 12-18 16-23 16-23

mm 466x397x765 466x397x765 466x397x765

mm 515x443x880 515x443x880 515x443x880

Kg 30.5/34.5 34/38.8 32.5/37.5

Pieces 114/238/355 114/238/355 114/238/355Loading quantity 20’ /40’ /40'HQ       

Control type

Operation temp (room temp.), Cooling/Heating 

Application area            

Dimension  (W*D*H)       

Packing  (W*D*H)

Net/Gross weight            

Power consumption in standby mode

Refrigerant          

Design pressure             

Plug type

Indoor side air flow(Hi)    

Indoor side sound pressure level (Hi/Mi/Lo)

Sound power level (Hi)

Power consumption in thermostat-off mode

Rated input consumption        

Rated current               

Starting current               

Power supply

Rated Cooling

Rated Heating

Moisture Removal            


