
CDG-105E CDG-165E CDG-205E CDG-305E

EU-CFZ0.4BD/N3-DG(A3) EU-CFZ0.6BD/N3-DG(A3) EU-CFZ0.8BD/N3-DG(A3) EU-CFZ1.2BD/N1-DG(A3)

22020110000057 22020110000108 22020110000143 22020110000209

V-Hz-Ph 220-240V,50Hz, 1Ph 220-240V,50Hz, 1Ph 220-240V,50Hz, 1Ph 1Ph, 220-240V～, 50Hz

Moisture removal          L/day 10 16 20 30

Rated.input       W 260 375 400 605

Rated. current  A 1.2 1.75 1.85 2,85

EEV  L/kWh 1.60 1.78 1.3 2,07 

Starting current               A 4.5 4.8 4.8 9.5

0.75x3/VDE 0.75x3/VDE 0.75x3/VDE 0.75x3 / VDE

Electronic Control Electronic Control Electronic Control Electronic Control

Refrigerant type                kg R134a/0.11 R134a/0.1 R134a/0.13 R410A/0.19

Design pressure             MPa 1.7/0.7 1.7/0.7 1.7/0.7 4.2/1.5

Water tank volume             L 3 3 3 4.7

Air flow (Hi/Lo)    m3/h 200 200 200 220

Noise level (Hi/Lo) dB(A) 47/43 47/43 47 50/45

RH Range Manual 35%-85% 35%-85% 35%-85% 35%～85%

Ambient temp               ℃ 5-35 5-35 5-35 5～35

Application area            m2 16-31 29-44 37-52 58-73

mm 350x238x510 350x238x510 350x238x510 400x254x562

mm 390x280x530 390x280x530 390x280x530 432x286x581

kg 10.5/11.5 12/13 12/13 15.5/16.5

Pieces 480/992/1235 480/992/1235 480/992/1235 420/872/872

Code

Sales Model

Loading quantity 20’ /40’ /40'HQ

Dimension  (W*D*H)       

Net/Gross weight            

Control type

Factory Model

Power supply

Performance

Plug type

System Data

Applicable Ambient

Packing  (W*D*H)


